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PHASING NOTES:

1.) PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY
2.) PHASES ASSOCIATED BY A sSOLID LINE WILL NOT DPERATE CONCURRENTLY
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CONSTRUCTION DETAILS
REVISION “D“
A. Remove exlisting signal head and install proposed LED signal head at same |ocation GENERAL NOTES: l
as shown. . /
B. Install 10’ breakaway pedestal pole with countdown pedestrian signal! heads and APS 1. All underground utilities shown on these plans are schematic only and
PUsmoLTon with padestE Tan saucltion"s an: “(Rote! 25950 331 SVERST CRTERI 2 B2 2%, SgPLete: Tne contractor, hal,be ramrelole for oftying |
chedutse end’. l?lT?giflelda {: 1'|;IB agg?fra?-l-or Ipeli'ti'.?lvas 'l'hﬂ.}'hd 00|"|';| I'OI be'l'hW?FI'l *hgif STREET TRAFFIC STUDIES. ITD. ®
C. Install 10’ (18” breakaway coupling foundation STD No. 801.01-01) pedestal pole Y e and the Trartic signal will occur, the contracror shall notity 400 Crain Hoy N,
with countdown pedestrian signal heads and APS pushbutfon with pedestrian education sign. the project engineer immediately so that the conflict may be resolved. Glon BurniaMD 21061
(Note: 1-3" 90° polyvinyl chioride (Schedule 80) bend). 2. A"cTrgffwds'g"“' l;wngaﬂopr? shall.lnbg Ts;al?d q; ;'f‘?,':'g“'ds'gf"'“"‘ gf;{fg)sso-ssm
or Curb grade for closed sections. Highest Roadway Profile Grade for . -
Pb. Install video detection camerda on existing mast arm. 831388?0_'5& IB 373*03'?ﬁ""“""i.“sf"""rﬂf{?" I"I:P 9}23033, D 8318.01. 556964. dgn T-187
_ .02, an . e contractor shall verify ultimate grades
E. Use existing base—mounted cabinet and controller. prior to the Tnstallation of oll Signal equipment. y ¢ DEPARTSI\ETNET 8[; E\FAQE&QCNJQTAHON
F. Install 3" polyvinyl chloride electrical conduit (Schedule 80) (trenched). 3. All pavement markings detalled are proposed and are to be Installed In STATE HIGHWAY ADMINISTRATION
G. Pavement marking shall be done by the roadway contractor. (Crosswalk) ggﬁg‘;gg’p‘cgmg;hngggrsig“g%ﬂ?ﬁg“"“"dcﬁgﬁgﬁékgIggg'_}q@"g?g*gggglfg
H. Pavement marking shall be done by the roadway contractor. (Stopline) g;'*ﬁg"ﬁg:gmy"gﬁﬁrggiﬁ'"g has been left off for clarity and will be done MD 212 (RIGGS ROAD) AND
J. Install detectable warning surface (S+d. No. MD 655.40) at exlisting ramp as shown. 4. Pushbuttons are +o be located so that they can be activated by @ person Tn @ MD 501 (CHILLUM ROAD)
wheelchair reaching less than 18" from a 60"x 60”7 level landin
K. Use existing handhole or condui+t. area with  orocs olopa of 1658 than or equal 30 2% 0 | CHILLUM, MARYLAND
GEOMETRIC LEGEND L. Remove exlisting pedestrian equipment from strain pole. 5. The 10’ separation between pushbuttons 1s to be measured from face of k APPROVALS ‘ REVISIONS TRAFF IC SIGNAL PLAN
PROPOSED ————— M. Remove existing pedestal pole with all attached pedestrian equipment and pushbutton to face of pushbutton. not center to center of pole. B P e 20’ =T
| EsTNG — — — — . backfill 12" below grade. (Note: Contractor shall abandon existing conduit runs.) 6. Pushbutton arrows are to be-parallel to the crossing for which they are intended. ,“_ %msm_l_ APS AND CP CALE _17= 20~ DATE CONTRACT NO.
LEGEND OF UNDERGROUND N. Remove existing ground mounted sign and post. 7. Location of Accessible Pedestrian signal pushbuttons must mest location requirements o ! | C DESIGNED BY COUNTY ___PRINCE_GEORGES
AND OVERHEAD UTILITIES 0. Remove existing overhead sign. 0f MUTCD Sec. 4E.09 and Fig. 4E.2 and the NCHRP publication. Accessible O RECONSTRUCT SIGNALS;NB + SB
AERIAL CABLE —— & ——a Pedestrian signals: Guide to Best Practice. If not mets the Contractor 1s to stop EXCLUSIVE/PERMSSIVE. PHASING DRAWN BY M. LINARDI LOGMILE __16021200.17
ELECTRIC =~ ——E— - — P. Install micro loop probe with 500 foot lead—in cable 255’ from stopline. m';cggrpugggmmof'ggg\t}?gsagg’fgéfg*gasiﬂn Waiver is obtalned. approved by the P ] | I CHECKZD BY TIMS NO. _ J224
TELEPHONE T—1 ’ . ’
GAS G ¢ Q. Install 17 Liquid Tight flexible condult for detector wire sleeve. 8. The contractor shall remove all unused wiring v B 25.';“:32,‘;‘3,%%.25,’“""" F.A.P. NO. TOD NO.
SEWER § —3 ' .
WATER Y R. I Il 4” polyvinyl chl lectrical s le 80) ( . ) - FAP _NOS: (MG-3240005416 ' —
HATER v — nsta polyvinyl chloride electrical conduit (Schedule 80 slotted) TS NO. 10630 | DRAWING NO. | OF 2 SHEET NO. OF
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